
MK23 3D-Printed Retention Holster

Overview

Notes on use
1. WARNING: The MK23 retention holster is designed to only be used with Airsoft

replicas and must never be used with a firearm.

2. WARNING: Observe all customary Airsoft safety procedures when using the holster,

including use of eye protection, keeping finger off the trigger until ready to fire, and

removing magazines when necessary to ensure the gun is rendered safe.

3. WARNING: When re-holstering, ensure the holster’s retention latch has properly

engaged before releasing grip on the gun. An audible click indicates the that the latch

has engaged. Failure to properly engage the retention latch could allow the gun to

subsequently drop from the holster.

For comments or questions, please contact DTD at: DTD3DPrinting@gmail.com or at

https://www.facebook.com/DTD3D

1. Press down on the holster button to open the retention 

latch, enabling the MK23 to be fitted to the holster 

frame.   

2. Firmly press the MK23 sideways into the holster unit 

until the latch audibly snaps closed.

3. To draw the MK23, press down on the holster button; 

the latch will disengage, allowing the MK23 to be pulled 

free.

4. The retention latch will remain in the open position until 

the MK23 is re-fitted to the holster.

WARNING: When re-holstering, ensure the holster’s 

retention latch has properly engaged before releasing grip 

on the gun. Failure to properly engage the retention latch 

could allow the gun to subsequently drop from the holster.
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